




















Specifications

GenomEra CDX™ is a molecular diagnostics analyzer consisting of an integrated thermal cycler and a time-resolved fluorometer.
GenomEra CDX™ instrument is employed to run analyte-specific, ready-to-use GenomEra CDX™ assay chips.

Environmental requirements
Operating temperature: 15-28°C

Ambient humidity: 10 - 80 % RH (non-condensing)

Electrical requirements
Input voltage: 100 - 240 V~

Frequency: 50 - 60 Hz

Physical specifications
Dimensions: 54,0 cm (width) x 32,5 cm (height] x 39,3 cm (depth)

Weight: 32,7 kg

Sample capacity and test throughput

Sample capacity per run: 4

Assay time: <60 min

Test throughput: 96 in 24 hours
Cold-start heat-up time: <30 min

Supported barcode types

Instrument: Code 128 ¢

Manual barcode reader: UPC/EAN/JAN, UPC/EAN with supplementary, JAN 8 & JAN 13, ISBN/ISSN, Japanese Book
land EAN, Code 39, Code 39 with full ASCII, Codabar (NM7), Code 128, Code 128 with full ASCII,

Code 93, Interleaved 2 of 5 (ITF), Addendum 2 of 5, IATA Code, MSI/Plessy, China Postal Code,
Code 32
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